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Safety

1. Safety
System operation assumes knowledge of the operating instructions.

1.1 Symbols Used
The following symbols are used in these operating instructions:

A CAUTION Indicates a hazardous situation which, if not avoided, may result in minor or moderate injury.

NOTICE Indicates a situation that may result in property damage if not avoided.

Indicates a user action.
Indicates a tip for users.

-

1.2 Warnings

A CAUTION Disconnect the power supply before touching the sensor surface.

> Risk of injury from static discharge
Connect the power supply and the display/output device according to the safety regulations for

electrical equipment.
> Risk of injury
> Damage to or destruction of the sensor and controller

NOTICE Avoid shocks and impacts to the sensor.

> Damage to or destruction of the sensor

Protect the sensor cable against damage.
> Destruction of the sensor

capaNCDT - Sensors Page 4



Safety

1.3 Notes on Product Marking

1.3.1 CE Marking

The following applies to the product:
= Directive 2014/30/EU (,EMC*)
= Directive 2011/65/EU (,RoHS")

Products which carry the CE marking satisfy the requirements of the EU Directives cited and the relevant applicable har-
monized European standards (EN). The product is designed for use in industrial and laboratory environments

The EU Declaration of Conformity and the technical documentation are available to the responsible authorities according
to the EU Directives.

1.4

- The measuring system is designed for use in industrial and laboratory applications. It is used for

Intended Use

= measuring displacement, distance and thickness
= measuring the position of parts or machine components
- The system must only be operated within the limits specified in the technical data,

- Take additional precautions for safety and damage prevention in case of safety-related applications.

1.5 Proper Environment

Temperature range | CSx, CS-x, CSEx CSHx-CAmx CSGx-CAmx CSFx CSH-x/SE,

sensor CSEx/Mx, CSE-x/ | CSHxFL-CRmx CSGx-CRgx CSFx-CRgx CSH-x/FL/SE
HT

Storage -50 ... +200 °C -50 ... +200 °C -50 ... +100°C -40... +100°C | -269 ... +200 °C

Operation -50 ... +200 °C -50 ... +200 °C -50 ... +100°C -40... +100°C | -269 ... +200 °C

Temperature range sensor CCgx CCgx/90 CCg/PT CCmx CCmx/90 CCo

cable

Continuous operation -20 ... +85°C -20 ... +85°C -100 ... +200 °C -20 ... +200°C

Short-term operation -20 ... +100C -20 ... +100C - -

Humidity:

capaNCDT - Sensors

5-95 % (non-condensing)

Ambient pressure: Atmospheric pressure

The space between sensor surface and target must have an unchanging dielectric constant.

The area between sensor surface and target must not be soiled (for example water, abrasion, dust, etc.).
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Installation and Assembly

2. Installation and Assembly

NOTICE The Sensors are mounted in different ways depending on their design. In most cases, installation is
done using a circumferential clamp or a clamp secured with a set screw. However, some sensors can

also be screwed in place, either directly using a thread in the housing or with mounting screws.
In the technical data, you will find the specifications for the “Recommended mounting position”.

2.1 Sensor
No sharp or heavy objects should be allowed to affect the cable sheath.

i A damaged cable cannot be repaired. Tension on the cable is not permitted!
Recessed ins-

bt bt Pt
§§ §§ Flush § § Protruding tallation, not for
& installation \\ installation W sensors in the

CSE series

NOTICE During installation, take care that the sensor front face is not scratched.

2.1.1 Radial Point Clamping with Grub Screw, Cylindric Sensors

This simple type of fixture is only recommended for a force and vibration-free installation position. The grub screw must
be made of plastic so that it cannot damage or deform the sensor housing.

|
.
L

Abb. 1 Radial point clamping with grub screw

NOTICE Danger of damaging the sensor.

> Do not use metal grub screws!

21.2 Circumferential Clamping, Cylindric Sensors

This sensor mounting option offers maximum reliability because the sensor is clamped around its cylindrical housing. It is absolutely
necessary in difficult installation environments, for example on machines, production plants et cetera.

3 mm '
free AN\ L —
=" B @5
NNN =

Abb. 2 Circumferential clamping

213 Flat sensors

Flat sensors are mounted by means of a tap hole for M2 (in case of sensors 0.2 and 0.5 mm) or by a through hole for M2
screws. The sensors can be bolted on top or below.

%HT 11t

Screw connection from top  Screw connection from Bottom
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Installation and Assembly

21.4 Gap Sensors

Mounting of CSG gap sensors for two-sided measure- Mounting of CSF gap sensors for one-sided measurements
ments
‘s = — -

is \Hr - in|
v [ — 7 - v

Gap sensors for two-sided measurements are mounted The gap sensors are attached by bonding them directly into
outside the gap to be measured using screws. The flexible the gap to be measured. CSF-type gap sensors are availa-
part of the sensor extends freely into the gap. Gap sensors ble with a magnetic strip on the back, allowing them to

for two-sided measurements can also be used in combi- be quickly attached to metal gaps and removed without
nation with the MD6-22 mobile controller for mobile gap leaving any residue.

measurement. For this purpose, the sensor is not mounted

but is inserted into the measuring gap by hand.

3. Capacitive sensors

3.1 Overview of sensors

Model Measuring range Min. target diameter / nominal measuring range
CS005 0,05 mm @3 mm
CSo02 0,2 mm @5 mm
CSo08 0,8 mm J9mm
CS-025/C 0,2 mm @5mm
CS-05/C 0,5mm @7 mm
CS-1/B 1 mm @9 mm
CS-2/B 2mm @17 mm
CS-3/B 3 mm @ 27 mm
CS-5/B 5 mm @ 37 mm
CS-10/B 10 mm @ 57 mm
CSEO01/CAm1,4 0,1 mm @ 3 mm
CSE025 CAm1,4 0,25 mm @ 4 mm
CSEO05 0,5 mm @6 mm
CSE1 1 mm @8 mm
CSE1,25 1,25 mm @10 mm
CSE2 2mm @14 mm
CSE3 3 mm @20 mm
CSE-1-HT/CA1,0 1 mm @ 8 mm
CSE-2-HT/CA1,0 2mm @ 14 mm
CSE-5-HT/CA1,0 5 mm @ 30 mm
CSE-10-HT/CA1,0 10 mm @ 50 mm
CSE05/M8 0,5 mm @6 mm
CSE1/M12 1 mm @10 mm
CSE2/M16 2mm @ 14 mm
CSE3/M24 3 mm @ 20 mm
CSH02-CAm1,4 0,2 mm @7 mm
CSH05-CAm1,4 0,5mm @7 mm
CSH1-CAm1,4 1 mm @11 mm
CSH1,2-CAm1,4 1,2 mm @11 mm
CSH2-CAm1,4 2mm @17 mm
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Capacitive sensors

CSHO02FL-CRm1,4 0,2 mm @7 mm
CSHO5FL-CRm1,4 0,5 mm @7 mm
CSH1FL-CRm1,4 1 mm @11 mm
CSH1,2FL-CRm1,4 1,2 mm @11 mm
CSH2FL-CBRm1,4 2mm @17 mm
CSH3FL-CRm1,4 3 mm @ 24 mm
CSH-02/SE-CAm-1,4 0,2 mm @7 mm
CSH-05/SE-CAm-1,4 0,5 mm @7 mm
CSH-1/SE-CAm-1,4 1 mm @11 mm
CSH-1,2/SE-CAm-1,4 1,2 mm @11 mm
CSH-2/SE-CAm-1,4 1,4 mm @17 mm
CSH-0,25/FL/SE/CRm-1,4 0,25 mm d7mm
CSH-0,5/FL/SE/CRm-1,4 0,5 mm d 7 mm
CSH-1/FL/SE/CRm-1,4 1 mm @11 mm
CSH-1,2/FL/SE/CRm-1,4 1,2 mm @11 mm
CSH-2/FL/SE/CRm-1,4 2 mm @17 mm
CSH-3/FL/SE/CRm-1,4 3 mm @ 24 mm
CSH-5/FL/SE/CRm-1,4 5 mm @ 24 mm
CSF2 / CSF2-CRg4,0 2mm ca. 50 x 13 mm
CSF4 /| CSF4-CRg4,0 4 mm ca. 90 x 17 mm
CSF6 / CSF6-CRg4,0 6 mm ca. 128 x 24 mm
CSG0,50-CAm2,0 0,5 mm ca.7x8 mm
CSG1,00-CAm2,0 1 mm ca.8x9 mm
CSG0,5-CRg2,0 0,5 mm ca. 10 x 10 mm
CSG1-CRg2,0 1 mm ca.12x 12 mm
CSG-1/90/CRg2,0 1 mm ca. 10 x 10 mm
4, Dimensional Drawings Sensors

4.1 Standard cylindrical sensors capaNCDT CSx - CS-x

411 capaNCDT CSx

CS005 M 2:1 CS02 M 2:1 CS08 M 2:1
23 g6 f7 (:3931 m_ax)
A A (1 18) A ‘ A (ggig E;X 210 ]Z ‘3125 min
_ | | |
SEls &8
558 | o | = |
N 2
| | o |
1 1
A A |
o617 |55 ) ‘
A

A\ Connector side

A A Active measuring surface sensor
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Capacitive sensors

4.1.2 capaNCDT CS-x
CS-025 M 2:1 CS-05 M2:1
95.98 17 07,817
AA (B WSE
g€ 7 6 {7 8g 7 8 f7
55 o 4358 ma) 585 | Feme)
N8 NS
> g i |
~ ~
A A _
05,98 17_|( 50 m) gro8f | (3em)
CS-2 M2:1
19.97 h7 [ Tei mn )
A
|
‘ 20 h7
L 7874 max
‘ .7866 min }
Eg |
"ol | |
| ™~
N —
<o
B |
<
= |
A
019.97 17 (785 mn )
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1.1811
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B Ee
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© 0 o) 0|
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CS-1 M2
29.98 h7
3929
A A (.3923 min
|
e g10 h7
— (3937 max)
e \ 13931 min
EE
2|
| S ‘
|8
® = ‘
I
A .3929 max
29.98 h7 13923 min )
CS-10 M 2:1
060 h7 (33638 max|
A
5 | 2
ol © 3
N E ‘ .
020 h7 | 185 max)
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Capacitive sensors

4.2 Cylindrical sensors capaNCDT CSE - CSEx/HT - CSEx/Mx
4.2.1 capaNCDT CSE
CSEO1 M 2:1 CSE025 M 2:1 CSE05 M 2:1 CSE1 M 2:1
02,77 (0.109) 33,7 (145) 057 (224) 47,7 (:303)
A A AA A A A A
I I
25 [ ;1 ] : :
=S S g8 [ _ | ‘ S| |
i I g. || 2z | 27|
o |31 e | | sur =8 =2
[Te) 2.1178 ma | [=2)
— ‘ (u.1 72 mﬁ]x) — ‘ (g}ggg rmnm } !
o 02,67 ] A A
(6.105) | o6 17 | 588 ma | 08 17 (3144 max)
Jﬁ 921
[ [T 082
CSE1,25 M 2:1 CSE2 M 2:1 CSE3 M 2:1
09,7 (:382) 137 (539) 19.2 (.756)
AA AA AA
| |
g | |
£ 3 | g | |
&8 | Se g |
b | = | 38 |
| . | o
| | ) |
1 ' ‘ j |
A A L T
a10 h7 [ 3358 o) o147 (E12me) A
020 07 [ 7568
4.2.2 capaNCDT CSEx/HT
CSE1-HT M 2:1 CSE2-HT M 2:1 CSE5-HT M 2:1 CSE10-HT M 1:1
7,7+0,05 13,7005 143 max 1.9685 max
Cal LA lEm seazom 1155 s
= f > f A ) A | |
) o - T —
= = \ | & ‘ '
=2 8 1 gl —I5
E. < ‘ = \ _%. 8 g | =:
= % | % i
= | e < | oafr B | ‘ 030 17
5] ‘ 3144 mgx) 8 ‘ (.5892 min - | (H%; max
3138 min I w ‘ 230 h7 ‘
‘ ‘ 3 ‘ (1.1811max)
‘ ‘ 1.1809 min
|
NS
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Capacitive sensors

4.2.3

capaNCDT CSEx/Mx (with thread)
CSE05-M8 M 2:1

+0,10  0.6696 max

CSE1,25-M12 M 2:1

©

~—T—

99,7 (.381)

(1.181)

30
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=l
[ae]
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=
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w
= ,
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957  (.224) o
A A =
T
1 3
g sg| | g
g =
M16x1 N
| 5
= o] =
1 ;
:
A
CSE3-M24 M 2:1
9
5
n
= 1 _
©
=
w
\
10 (.393)
19,2 (.755)
AA
f
|
%
= M24x1,5
g |
>3]
©
g |
o8 |
A

CSE2-M16 M 2:1

: (1(0)
=
6 (.236)
9137 (.539)
AA
= 1
= \
= \
M12x1 d | M16x1
g |
~ |
~ - |
A
Sensor Torque
CSEO05/M8 2,5 Nm max.
CSE1,5/M12 |10 Nm max.
CSE2/M16 20 Nm max.
CSE3/M24 70 Nm max.
%
Lg
100
7‘%
"
Preferred mounting:
E= Screw the sensor into the sensor holder.
E3 Turn the mounting nut on. Do not exceed
torques.
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Capacitive sensors

Cylinder and flat sensors capaNCDT CSHx - CSHxFL - CSH/SE - CSH/FL/SE

4.3
4.3.1 capaNCDT CSHx
CSH02 M 1:1 CSHO5 M 1:1 CSH1 M 1:1 CSH1,2 M 1:1
ﬂstm(i ﬂggﬁ 01296 01296
o 3144 mn 0 3134 mex b 4122 ma)| oy bamma |
‘a saf i g P ag
g \ g \ B & \ g \
o || 875 7 | Il g75 ] | 6115 =
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u.7871m_ax) .
0 .7866 min =
AA 3|8
g |
= | 5195
2 ‘ (0.767)
4.3.2 capaNCDT CSHxFL
CSHO2FL M 1:1 CSH1FL M 1:1 CSH1,2FL M 1:1
4 8 4027582 120,05 4021082 12005
(1 57) (31 4) .1590 n?a)?}s 4744 max (.1590 moag)5 4744 max
L 1555 min (4704 rmn) .1555 min (.47(]4 min)
< 19E g B SN N
BE S RE R NS 1 B\ L
* Jﬁ eg S ~ TR = = - ﬂ& =8
55 -2 T N |
(216) 1 u ol | L_| ol
75 = 75 o=
(.295) (:205)
CSHO5FL M 1:1 CSH2FL M 1:1 CSH3FL M 1:1
4 8 17002 11002
W) [Teid =220 5 _LI181 e 25 984)
1,6 (-1972"“") 20 (.610) 22 (v1972min 20 (.787)
1 WS ﬁ (:062) (.086]
< co‘tv—_ %l (ah) | ol
< 1= 5 Do
IR — ~8 g 5
* fLdu@g g2 7 |88 EE =5 38 55
55| | ~I2 s = T g 8| e Y | 8§ %
(216) | ~ T« 6 o
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Capacitive sensors

4.3.3 capaNCDT CSH/SE

CSH-0,25/SE-CAm-1,4 M 1:1

157)

95,98 g6
2352 =
(E 2349 m) R
o
A A —
T
a6 g6, i ~
(a 2352 m_ax) !
—|@.2349 min
z |
2 |
(el
o
S

CSH-1,2/SE-CAm-1,4 M 1:1
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011,98 g6
{e 4714 max) .
0 .4709 min oo
NS
AA =2
T
12 66 \ =
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_—1lo.4717 min
z |
= |
o
S
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CSH-0,5/SE-CAm-1,4 M 1:1

CSH-1/SE-CAm-1,4 M 1:1

(157)

07,98 g6 011,98 g6
03139 max! 04714 max
(e 3136 min) NS (a 4709 min «~ =3
AA = A A =
1
I /’: '
28 g6, \ 2 12 g6 \ ~
(a.3147max) , = (z 4722 m_ax) |
= 0 .3144 min ‘ = @ .4717 min
2 i 2 |
@ | 3 |
g g
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919,97 g6
(z 7859 m_ax) —
0 .7854 min co
NS
AlA =
| =
020 g6 ! =
0.7871max | -
,—(P’ .7866 min, f
8 |
- |
|
-8 |
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Capacitive sensors
4.3.4 capaNCDT CSH/FL/SE

CSH-0,25/FL/SE/CRm-1,4 MT1:1

CSH-0,5/FL/SE/CRm-1,4 M1:1

6.5
(.255)

4 8
157 (314)
1Y B
T e e 128
0 YOrsEr
5,5 t=
(218) 55 | T
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T« o o
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1,75
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4,02%

12+0,05

.

\

i

i

|
i
i
i
\
\

(.086)

o4
©.157)

2,2

(1 590 max
.1555 min

0.086)
11
(433)

.4744 max
.4704 min

ES
2,25
(.088]

CSH-2/FL/SE/CRm-1,4  M1:1

15,5 (.610)

+0,00
5 -0.03
1968 max
1967 min
o =
D 2
o2 -
sls
o
N

I

15,5 (.610)

CSH-5/FL/SE/CRm-1,4 M1:1

+0,00
6-003

(086

L

o4
(0.157)

02,2

2362 max
2350 min

(0.086)

)

30 (1.181)

24 (.944)

30 (1.181)
24 (944)

Page 14



Capacitive sensors

Gap sensors - single sided measuring capaNCDT CSF

4.4
4.4.1 capaNCDT CSF
CSF2-CRg4,0 M 1:1
347 (1.366) _
T—”S ;
=5 | ——
505 (1.988) N3
8 (3464) =
120 (4724)
- 4 ¢
vy
CSF4-CRg4,0 M 1:1
694  (2732)
32 1 =
905 (3562) e
160 (6.299) -
- 4 ¢
Yy
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Capacitive sensors

CSF6-CRg4,0 MTTS
1041 (4.098)
o) =3 1
8 | — )
!
127,31 (5.012) -
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200 (1874)
58 |
< [}
CSF2 M 1:1
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capaNCDT - Sensors

Page 16



Capacitive sensors

CSF4 M1:1
694  (2.732) &
Lehive}
-2
1
=R N e
=|5
905  (3.562) T2
120 (4.724)
160 (6.299)
— 30
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~ 2 ~
e
= || <
vy N
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&
Il
- -+ l Hﬂ e«
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w[@
— i3
Q § S ===—=== —t«
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hiTe)
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. = 30
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<
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<S>\,;1,
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A Connector side
A A Active measuring surface sensor
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Capacitive sensors
Gap sensors - doublesided measuring capaNCDT CSG

4.5
4.5.1 capaNCDT CSG
CSG0,50-CAmM2,0 M1:1,5
=) S |T
I 0 D

<>

216 (8.503)

|

(.795)

4,3
(169)
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15
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\
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me
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= = 2 ( )
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Capacitive sensors

CSG1-CRg2,0 M 1:1

15
(590)
s

e e R
A = ( )
vy r T 7
913 (3594)
56 (2.204)
28 g M) : <
- _ _ _ _ 1 A
’ T
( (
6.65 @
(261)
29 (1.141)
35 (1377)

1 Toensurea consistently accurate measured value, the “blow-off and stabilization device” is available as an
1 optional accessory for the capacitive gap sensors CSG0.5-CRg2.0/KB and CSG1-CRg4.0B/ET.
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5. Technical Data
Model CS005 CS02 CSo08
Reduced 0.025 mm 0.1 mm 0.4 mm
Measuring range Nominal 0.05 mm 0.2 mm 0.8 mm
Extended 0.1 mm 0.4 mm 1.6 mm
) Static 0.015nm 0.06 nm 0.24 nm
Resolution [1] -
Dynamic 1nm 4 nm 16 nm
Linearity [2] < x=0.2um < 0.4 um < *0.24 um
Replacement accuracy [3] < 0.5 % FSO < 0.3 % FSO < *0.3 % FSO
Temperature stability [4] -0.01 um /K -0.01 um /K -0.03um /K
Recommended target size (flat) [5] @3 mm @5 mm @9 mm
Active measuring area @ 1.3 mm @ 2.6 mm @ 4.9 mm
Connection [6] Plug connection via triaxial socket (type C)
Storage -50 ... 200 °C
Temperature range :
Operation -50 ... 200 °C
Shock (DIN EN 60068-2-27) 30g /5 ms in XY axis, 1000 shocks each
Vibration (DIN EN 60068-2-6) 20 g/58 ... 2000 Hz in XY axis, 10 cycles each
Protection class (DIN EN 60529) IP40
Material NiFe (magn.)
Weight approx.2g approx.2g approx. 7 g
Mounting Circumferential clamping
Recommended mounting position
3 mm
[7]
Compatible with all capacitive controllers from Micro-Epsilon
Compatibility Sensors can be replaced as required without recalibration (see replacement
accuracy)
[1] RMS noise referred to the end of the measuring range and to the nominal measuring range using the standard
cable CCm (1.4 m); valid for operation with the DT6530: static 2 Hz, dynamic 8.5 kHz
[2] Typical linearity that must be added to the controller linearity; applies to standard cable tuning CCm (1.4 m)
[3] FSO = Full Scale Output | The value corresponds to the slope error that occurs when a sensor is replaced wit-
hout recalibration
[4] In recommended mounting position; from a temperature of +150 °C: non-linear signal drift
[5] In relation to the nominal measuring range
[6] For suitable sensor cables, please refer to Connections
[71 From the sensor front face (measuring surface). opposite to the measuring direction

capaNCDT - Sensors
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Model CS-0,25/C | CS-0,5/C CSs-1/B CS-2/B CS-3/B CS-5/B Cs-10/B
Reduced | 0.125 mm | 0.25 mm 0.5 mm 1 mm 1.5 mm 2.5 mm 5 mm
Measuring range Nominal | 0.25 mm 0.5 mm 1 mm 2mm 3 mm 5mm 10 mm
Extended | 0.5 mm 1 mm 2mm 4 mm 6 mm 10 mm 20 mm
) Static | 0.075 nm 0.15 nm 0.3 nm 0.6 nm 0.9 nm 1.5 nm 3nm
Resolution [1] -
Dynamic 5nm 10 nm 20 nm 40 nm 60 nm 100 nm 200 nm
Linearity [2] < +0.125 | < *0.15 | < *=1um < *0.4 < +0.6 <*x1lum | < x15um
um um um um
- -0.015 -0.025 -0.035 |-0.13um/K| -0.3 um/K |-0.35 um/K| -0.5 um/K
Temperature stability [3] um/K /K /K
I(?f;i:)o[z]mended target size @5 mm @7 mm @9 mm @17mm | @27mm | @37mm | @57 mm
. Plug connection via . e
Connection triaxial socket (type C) Plug connection via triaxial socket (type B)
Temperature Storage -50 ... 200 °C
range Operation -50 ... 200 °C
Humidity 0 % RH ... 95 % RH (non-condensing)

Shock (DIN EN 60068-2-27)

50 g /5 ms in 6 directions, 1000 shocks each

Vibration (DIN EN 60068-2-6)

30g/10...2000 Hz in 3 axes 2.5 mm, 10 cycles each

Protection class (DIN EN
60529)

IP40

Material NiFe (magn.) 1.4404 (non-magn.)

Weight approx. approx. approx. approx. approx. approx. approx.
9 1849 3.6¢9 7749 4569 64.2¢g 91.3¢g 1791 ¢

Mounting Circumferential clamping

Recommended mounting
position

at the defined clamping range (marking on the

sensor)

on the mandrel (@ 20 mm); 7.5 mm
behind the sensor face

Compatibility

Compatible with all capacitive controllers from Micro-Epsilon
Sensors can be replaced as required without recalibration (see replacement accuracy)

(1]

RMS noise referred to the end of the measuring range and to the nominal measuring range using the standard

cable CCm (1.4 m); valid for operation with the DT6530: static 2 Hz, dynamic 8.5 kHz

(2]
(3]
[4]

capaNCDT - Sensors

Typical linearity that must be added to the controller linearity; applies to standard cable tuning CCm (1.4 m)
In recommended mounting position; from a temperature of +150 °C: non-linear signal drift
In relation to the nominal measuring range
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CSEO01- CSE025-
Model CAm1,4 CAm1,4 CSEO05 CSE1 CSE1.25 CSE2 CSE3
' Reduced| 0.05mm | 0.125 mm 0.25 mm 0.5 mm 0.625 mm 1mm 1.5 mm
'r\gizseurmg Nominal| 0.1 mm 0.25 mm 0.5 mm 1 mm 1.25 mm 2mm 3 mm
Extended| 0.15 mm 0.5 mm 1 mm 2mm 2.05 mm 4 mm 6 mm
Resolution Static/ 0.083 nm 0.075 nm 0.15 nm 0.3 nm 0.375 nm 0.6 nm 0.9 nm
(1] Dynamic| 2nm 5 nm 10 nm 20 nm 25 nm 40 nm 60 nm
Linearity [2] < +=0.3um <0375 < x025um| < *2um < =125 < *x2um | < =3 um
um um
Replacement accuracy [3] <*05% | <*x05% | <x02% | <*x02% | <*x02% | <*x02% | < x0.2%
P Y FSO FSO FSO FSO FSO FSO FSO
o -0.025 -0.025
Temperature stability /K /K -0.02 um/K | -0.02 um/K | -0.12 um/K | -0.16 um/K | -0.18 um/K
Ig;?[z]mended target size @3 mm @4 mm @6 mm @8 mm F10mm | @14 mm | @20 mm
Active measuring area g18mm | @29mm | I39mm | J57mm | I65mm | F8mm g9 mm

Connection [5]

integrated cable with
connector (type B); stan-
dard length 1.4 m

Plug connection via triaxi-
al socket (type C)

Plug connection via triaxial socket

(type B)

Mounting Circumferential clamping
Temperature Storage -50... 200 °C
range Operation -50 ... 200 °C

Shock (DIN EN 60068-2-
27)

20 g /5 msin XY axis,
1000 shocks each

30g /5 ms in XY axis, 1000 shocks each

Vibration (DIN EN 60068-
2-6)

109 /58 ... 2000 Hz in
XY axis, 10 cycles each

20 g /58 ... 2000 Hz in XY axis, 10 cycles each

Protection class (DIN EN

60529) IP40
Material NiFe (magn.) 1.4404 (non-magn.)
approx. approx.
. . . ap- ap- ap- ap-
et 26Cgb(||en)c . 27Cgb(||en)c - | approx.2g prox.3.5g | prox.8.2g | prox.20g | prox. 50 g
Eg:i%r;:n[%?ded mounting 2.5 mm 1.2 mm 3 mm 3 mm 3.5 mm 3.5 mm 4.5 mm

Compatibility

Compatible with all capacitive controllers from Micro-Epsilon
Sensors can be replaced as required without recalibration (see replacement accuracy)

(1]

cable CCm (1.4 m); valid for operation with the DT6530: static 2 Hz, dynamic 8.5 kHz

[2]
[3]
hout recalibration
(4]
[5]
[6]

capaNCDT - Sensors

In relation to the nominal measuring range
For suitable sensor cables, please refer to Connections
From the sensor front face (measuring surface). opposite to the measuring direction

RMS noise referred to the end of the measuring range and to the nominal measuring range using the standard

Typical linearity to be added to the controller linearity; valid for standard cable adjustment CCm (1.4 m)
FSO = Full Scale Output | The value corresponds to the slope error that occurs when a sensor is replaced wit-
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CSE-10/HT/CA-

Model CSE-1/HT/CA-1,0 | CSE-2/HT/CA-1,0 | CSE-5/HT/CA-1,0 1,0
Reduced 0.5 mm 1 mm 2.5 mm 5mm
Measuring range Nominal 1T mm 2mm 5 mm 10 mm
Extended 2mm 4 mm 10 mm 20 mm
) Static 10 nm 20 nm 50 nm 100 nm
Resolution [1] -
Dynamic 80 nm 160 nm 400 nm 800 nm
Linearity [2] < =0.5um < +*1.0um < *3.5um < *7pum
Replacement accuracy [3] < 5% FSO < 5% FSO < 5% FSO < 5% FSO
Temperature stability -0.2um /K -0.4um/K -1.0um/K 20um/K
Recommended target size (flat) [4] @ 8 mm @ 14 mm @ 30 mm @ 50 mm
Active measuring area @ 5.7 mm @ 8.1 mm @12.9 mm @18.2 mm

Connection integrated cable with socket (type B); standard length 1.0 m
Mounting Circumferential clamping
Storage -50 ... 200 °C
Temperature range - -
Operation Sensor with cable -50 ... 800 °C / connector -50 ... 200 °C

Shock (DIN EN 60068-2-27)

20 g/ 5 ms in XY axis, 1000 shocks each

Vibration (DIN EN 60068-2-6)

10g /10 ... 2000 Hz in XY axis, 20 cycles each

Protection class (DIN EN 60529)

IP40

Material

Inconel Alloy 625

Weight

approx. 62 g (incl.
cable)

approx. 83 g (incl.
cable)

approx. 225 g (incl.
cable)

approx. 470 g (incl.
cable)

Recommended mounting position

(3]

4.75 mm

4.65 mm

9.10 mm

30 mm

Compatibility

Recommended for use with the capaNCDT 6228 controller from Micro-Epsilon

(1]

RMS noise related to the end of the measuring range and to the nominal measuring range, using the standard

cable CCm (1.4m) and the integrated HT cable (1 m); valid for operation with the DT6530: static 2 Hz, dynamic 8.5 kHz

(2]

integrated HT cable (1 m)

(3]

hout recalibration

[4] In relation to the nominal measuring range
(5]

capaNCDT - Sensors

From the sensor front face (measuring surface). opposite to the measuring direction

Typical linearity to be added to the controller linearity; valid for standard cable adjustment CCm (1.4 m) and

FSO = Full Scale Output | The value corresponds to the slope error that occurs when a sensor is replaced wit-
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[6]

Model CSEO05/M8 CSE1.25/M12 CSE2/M16 CSE3/M24

Reduced 0.25 mm 0.625 mm 1 mm 1.5 mm
Measuring range Nominal 0.5 mm 1.25 mm 2mm 3 mm

Extended 1 mm 2.5 mm 4 mm 6 mm

) Static 0.15 nm 0.375 nm 0.6 nm 0.9nm

Resolution [1] -

Dynamic 10 nm 25 nm 40 nm 60 nm
Linearity [2] < *0.25 um < *1.25um < x2um < *3um
Replacement accuracy [3] < *£0.2% FSO < *#0.2% FSO < *£0.2% FSO < £0.2% FSO
Temperature stability -0.02um /K -0.12um /K -0.16 um /K -0.18 um /K
Recommended target size (flat) [4] @ 6 mm @10 mm @ 14 mm @ 20 mm
Active measuring area @ 3.9 mm @ 6.3 mm g8 mm 9.8 mm

Plug connection via
Connection [5] triaxial socket (type Plug connection via triaxial socket (type B)
C)
Mounting Direct fastening via thread on the sensor
Storage -50 ... 200 °C

Temperature range 5

Operation -50 ... 200 °C
Shock (DIN EN 60068-2-27) 30g /5 ms in XY axis, 1000 shocks each
Vibration (DIN EN 60068-2-6) 20 g/ 58 ... 2000 Hz in XY axis, 10 cycles each
Protection class (DIN EN 60529) IP40
Material NiFe (magn.) 1.4404 (non-magn.)
Weight approx. 3.5 g approx. 11.5g approx. 35 g approx. 80 g
Recommended mounting position 3.6 mm 4.4 mm 4.4 mm 5.4 mm

Compatibility

Compatible with all capacitive controllers from Micro-Epsilon
Sensors can be replaced as required without recalibration (see replacement

accuracy)

(1]

cable CCm (1.4 m); valid for operation with the DT6530: static 2 Hz, dynamic 8.5 kHz

(2]

(3]

hout recalibration

[4] In relation to the nominal measuring range

[5] For suitable sensor cables, please refer to Connections
[6]

capaNCDT - Sensors

From the sensor front face (measuring surface). opposite to the measuring direction

RMS noise referred to the end of the measuring range and to the nominal measuring range using the standard

Typical linearity to be added to the controller linearity; valid for standard cable adjustment CCm (1.4 m)
FSO = Full Scale Output | The value corresponds to the slope error that occurs when a sensor is replaced wit-
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accuracy)

Connection integrated cable with connector (type B); standard length 1.4 m
Mounting 5 x M2 thread 2 x through hole for M2 4 x through hole for M2
screw screw
Storage -50 ... 200 °C
Temperature range 5
Operation -50 ... 200 °C
Shock (DIN EN 60068-2-27) 30g /5 ms in XY axis, 1000 shocks each
Vibration (DIN EN 60068-2-6) 20 g/ 58 ... 2000 Hz in XY axis, 10 cycles each
Protection class (DIN EN 60529) IP40
Material 1.4104 (magn.)
approx. approx. approx. approx.
Weight 28g(incl. | 28g(incl. | 30g (incl. | 30 g (incl. ifgo’éégfe? "‘zi‘;ﬂo’éégre?
cable) cable) cable) cable) ' '
Compatible with all capacitive controllers from Micro-Epsilon
Compatibility Sensors can be replaced as required without recalibration (see replacement

(1]

cable CCm (1.4 m); valid for operation with the DT6530: static 2 Hz, dynamic 8.5 kHz

[2]
[3]
without recalibration
[4]
[5]

capaNCDT - Sensors

at temperatures of +120 °C and above: non-linear signal drift
In relation to the nominal measuring range

RMS noise referred to the end of the measuring range and to the nominal measuring range using the standard

Typical linearity to be added to the controller linearity; valid for standard cable adjustment CCm (1.4 m)
FSO = Full Scale Output | The value corresponds to the slope error that occurs when a sensor is replaced

Model CSHO2FL- | CSHO5FL- | CSH1FL- | CSH1,2FL- | CSH2FL- CSH3FL-
CRm1,4 CRm1,4 CRm1,4 CRm1,4 CRm1,4 CRm1,4
Reduced| 0.1 mm 0.25 mm 0.5 mm 0.6 mm 1 mm 1.5 mm
Measuring range Nominal| 0.2 mm 0.5 mm 1 mm 1.2 mm 2mm 3 mm
Extended| 0.4 mm 1 mm 2mm 2.4 mm 4 mm 6 mm
) Static/ 0.06 nm 0.15 nm 0.3 nm 0.36 nm 0.6 nm 0.9 nm
Resolution [1] )
Dynamic 4 nm 10 nm 20 nm 24 nm 40 nm 60 nm
Linearity [2] < ;_:r(T)].OS < ;&35 <x06um | < x12um | < x06um | < =1.5um
Replacement accuracy [3] <*05% | <*x02% | <*x02% | <x02% < *x0.2% < +0.2%
P Y FSO FSO FSO FSO FSO FSO
Front-side +0.025 +0.035
. +0.03 um/K +0.03 um/K +0.07 um/K | +0.09 um/K
Temperature stability mounting H HmM/K H Hm/K H H
[4] Rear-side +0.006 +0.018 +0.038
mounting -0.012 um/K|-0.017 um/K | -0.012 um/K /K /K um/K |
Recommended target size (flat) [5] @7 mm @7 mm @11 mm @11 mm @17 mm @ 24 mm
Active measuring area g26mm | @41 mm | G57mm | @63 mm | @81 mm @10 mm
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Model CSH-0,25/SE/ | CSH-0,5/SE/ CSH-1/SE/ CSH-1,2/SE/ CSH-2/SE/
CAm-1,4 CAm-1,4 CAm-1,4 CAm-14 CAm-14
Reduced| 0.125mm 0.25 mm 0.5 mm 0.6 mm 1 mm
Measuring range Nominal 0.25 mm 0.5 mm 1 mm 1.2mm 2mm
Extended 0.5 mm 1 mm 2mm 2.4 mm 4 mm
. Static 0.075 nm 0.15 nm 0.3 nm 0.36 nm 0.6 nm
Resolution [1] -
Dynamic 5nm 10 nm 20 nm 24 nm 40 nm
Linearity [2] < x0.25 um < *0.35um < =0.6 um < *x1.2um < 0.6 um
Replacement accuracy [3] < *+04%FSO|< £03%FSO | < £0.2% FSO| < +0.2% FSO | < 0.2 % FSO_
Temperature stability [4] -0.04 um/K -0.05 um/K -0.06 um/K -0.05 um/K -0.04 um/K _
Recommended target size (flat) [5] @5 mm @7 mm @11 mm @11 mm @17 mm
Active measuring area @ 2.9 mm @ 4.1 mm @ 5.7 mm @ 6.3 mm @ 8.1 mm

Connection integrated cable with connector (type B); standard length 1.4 m
Mounting Circumferential clamping
Storage -269 ... 200 °C
Temperature range 5
Operation -269 ... 200 °C

Shock (DIN EN 60068-2-27)

30g / 5 ms in XY axis, 1000 shocks each

Vibration (DIN EN 60068-2-6)

20g/10 ... 2000 Hz in XY axis, 10 cycles each

Protection class (DIN EN 60529)

IP40

Material

3.7035 (Grade 2 titanium)

(6]

Weight approx. 30 g | approx. 3049 approx. 33 g approx. 33 g | approx. 38 g _
9 (incl. cable) (incl. cable) (incl. cable) (incl. cable) (incl. cable)
Recommended mounting position
3 mm

Compatibility

Compatible with all capacitive controllers from Micro-Epsilon
Sensors can be replaced as required without recalibration (see replacement

accuracy)

(1]

cable CCm (1.4 m); valid for operation with the DT6530: static 2 Hz, dynamic 8.5 kHz

(2]

(3]

without recalibration

[4] In the recommended mounting position
[5] In relation to the nominal measuring range
[6]

capaNCDT - Sensors

From the sensor front face (measurina surface). opposite to the measurina direction

RMS noise referred to the end of the measuring range and to the nominal measuring range using the standard

Typical linearity to be added to the controller linearity; valid for standard cable adjustment CCm (1.4 m)
FSO = Full Scale Output | The value corresponds to the slope error that occurs when a sensor is replaced
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CSH-0,25/ | CSH-0,5/ | CSH-1/FL/| CSH-1,2/ | CSH-2/FL/ | CSH-3/FL/ | CSH-5/FL/
Model FL/SE/ FL/SE/ SE/CRm- FL/SE/ SE/CRm- | SE/CRm- | SE/CRm-
CRm-1,4 | CRm-1,4 1,4 CRm-1,4 1,4 1,4 1,4
Reduced| 0.125 mm | 0.25 mm 0.5 mm 0.6 mm 1 mm 1.5 mm 2.5 mm
Measuring :
range Nominal| 0.25 mm 0.5 mm 1 mm 1.2 mm 2mm 3 mm 5mm
Extended| 0.5 mm 1 mm 2mm 2.4 mm 4 mm 6 mm 10 mm
. Static| 0.075nm | 0.15nm 0.3 nm 0.36 um 0.6 nm 0.9 nm 1.5nm
Resolution [1] -
Dynamic 5nm 10 nm 20 nm 24 um 40 nm 60 nm 60 nm
Linearity [2] < =025 < =035 <+x06um|< £12um| < x0.6um|< x1.5um| < £15um
um um
Replacement accuracy [3] <*04% | <*03% | <*x02% | <*x02% | <*x02% | <*x02% | < *05%
P Y FSO FSO FSO FSO FSO FSO FSO
Front-side| -0.011 -0.021 -0.001 +0.006 +0.035 +0.03 +0.055
Temperature mounting um/K um/K um/K um/K um/K um/K um/K
stability Rear-side| +0.025 +0.015 +0.035 +0.042 +0.08 +0.075 | 04 K
mounting um/K um/K um/K um/K um/K um/K H
I(:;;c;)o[z]mended target size @5 mm @7 mm G11mm | G11mm | G17mm | @24 mm | @30 mm
Active measuring area @29mm | 41 mm | G57mm | @6.3mm | @81 mm | G10mm | & 13 mm
Connection integrated cable with connector (type B); standard length 1.4 m
Mounting 2 x M2 thread 2Xx throug:rgvc\)lle for M2 4 x through hole for M2 screw
Temperature Storage -269 ... 200 °C
range Operation -269 ... 200 °C

Shock (DIN EN 60068-2-27)
Vibration (DIN EN 60068-2-6)

30g /5 ms in XY axis, 1000 shocks each
20 g /58 ... 2000 Hz in XY axis, 10 cycles each

Protection class (DIN EN

Sensors can be replaced as required without recalibration (see replacement accuracy)

60529) P40
Material 3.7035 (Grade 2 titanium)
approx. approx. approx. approx. approx. approx. approx.
Weight 28 g (incl. | 28 g (incl. | 30 g (incl. | 30 g (incl. | 37 g (incl. | 37 g (incl. | 37 g (incl.
cable) cable) cable) cable) cable) cable) cable)
Compatibility Compatible with all capacitive controllers from Micro-Epsilon

(1]

cable CCm (1.4 m); valid for operation with the DT6530: static 2 Hz, dynamic 8.5 kHz

(2]
(3]

[4]

capaNCDT - Sensors

RMS noise referred to the end of the measuring range and to the nominal measuring range using the standard

Typical linearity to be added to the controller linearity; valid for standard cable adjustment CCm (1.4 m)

FSO = Full Scale Output | The value corresponds to the slope error that occurs when a sensor is replaced wit-
hout recalibration

In relation to the nominal measuring range
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CSF2- CSF4- CSFé6-
Model CSF2 CRg4.0 CSF4 CRg4.0 CSF6 CRg4.0
Reduced 1 mm 2mm 3 mm
Measuring range Nominal 2mm 4 mm 6 mm
Extended 4 mm 8 mm 12 mm
) Static 0.6 nm 1.2 nm 1.8 nm
Resolution [1] -
Dynamic 40 nm 80 nm 120 nm
Linearity [2] < x4 um < x8um < *x12um
Replacement accuracy [3] < *1.5%FSO < *1.0 % FSO < *1.0% FSO
Temperature stability -0.2 um/K -0.5 um/K -0.9 um/K
Required gap width = 0.75 mm
Recommended target size (flat) [4] approx. 50 x 13 mm approx. 90 x 16.5 mm approx. 128 x 25 mm
Active measuring area 35x1.5mm 70x 1.5 mm 105 x 1.5 mm
integrated integrated integrated
triaxial so- | cable with | triaxial so- | cable with | triaxial so- | cable with
Connection [5] cket (type | connector | cket (type | connector | cket (type | connector
E) (type B), E) (type B), E) (type B),
length 4 m length 4 m length 4 m

Bonding to the underside of the sensor (optionally available with magnetic foil

Mounting on the underside)
Storage -40 ...100 °C
Temperature range .
Operation -40...100 °C

Shock (DIN EN 60068-2-27)

30g /5 ms in XY axis, 1000 shocks each

Vibration (DIN EN 60068-2-6)

20 g /58 ... 2000 Hz in XY axis, 10 cycles each

Protection class (DIN EN 60529)

IP40

Material

Hard tissue GRP / copper / gold

. approx. 75 g approx. 77 g ap- approx. 80 g
Weight approx. 59 (incl. cable) approx. 7.9 (incl. cable) | prox. 10 g | (incl. cable)
Compatible with all capacitive controllers from Micro-Epsilon
Compatibility Sensors can be replaced as required without recalibration (see replacement
accuracy)
[1] RMS noise referred to the end of the measuring range and to the nominal measuring range, using the standard
cable CCg (4.0 m); valid for operation with the DT6530: static 2 Hz, dynamic 8.5 kHz
[2] Typical linearity to be added to the controller linearity; valid for standard cable adjustment CCg (4.0 m)
[3] FSO = Full Scale Output | The value corresponds to the slope error that occurs when a sensor is replaced wit-
hout recalibration
[4] In relation to the nominal measuring range
[5] For suitable sensor cables. please refer to Connections

capaNCDT - Sensors
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Model CSG0,50- CSG1,00- CSG-0.5/ CSG-1/ CSG-1/90/
CAm2,0 CAm2,0 CRg2.0 CRg2.0 CRg-2.0
Reduced 0.25 mm 0.5 mm 0.25 mm 0.5 mm 0.5 mm
Measuring range Nominal 0.5 mm 1 mm 0.5 mm 1 mm 1 mm
Extended 1 mm 2mm 1 mm 2 mm 2mm
) Static 0.15 nm 0.3 nm 0.15 nm 0.3 nm 0.3 nm
Resolution [1] -
Dynamic 10 nm 20 nm 10 nm 20 nm 20 nm
Linearity [2] < =0.5um < *=1um < *=1um < *2um < *£2um
Replacement accuracy [3] < ?;g % < J;;g % < J;;O5 % < ?;g % < *1.0% FSO
Temperature stability -0.08 um/K -0.1 um/K -0.2 um/K -0.2 um/K -0.2 um/K
Required gap width = 0.9 mm
Recommended target size (flat) [4] approx. 9.9 x 15 mm ap%o;rlo X ap??ﬁ;f X ap%o;;lo X
Active measuring area 43x3.0mm | 6.2x42mm | 43x3.0mm | 4x6.5mm | 51x51mm
Connection integrated cable with connector (type B); standard length 2.0 m
Mounting Surface clamping Screw moun:;nrg,\;i?ri;(;r;rcc;l;%vz holes, @ 3.1
Storage -50 ... 100 °C -20...100 °C -20...80°C
Temperature range Operation 50...100°C 20...100°C | 20 1%%00% ((f;%slg)r); 20

Shock (DIN EN 60068-2-27)

30g /5 ms in XY axis, 1000 shocks each

Vibration (DIN EN 60068-2-6)

20 g /58 ... 2000 Hz in XY axis, 10 cycles each

Protection class (DIN EN 60529)

IP40

Material

Hard tissue (GFRP)

Weight approx. 77 g (incl. cable) ’ approx. 80 g ’ approx. 90 g ’ approx. 130 g
Compatible with all capacitive controllers from Micro-Epsilon
Compatibility Sensors can be replaced as required without recalibration (see replacement
accuracy)

[1] RMS noise referred to the end of the measuring range and to the nominal measuring range, using the standard
cable CCg (2.0 m); valid for operation with the DT6530: static 2 Hz, dynamic 8.5 kHz

[2] Typical linearity to be added to the controller linearity; valid for standard cable adjustment CCg (2.0 m)

[3] FSO = Full Scale Output | The value corresponds to the slope error that occurs when a sensor is replaced wit-

hout recalibration

[4] In relation to the nominal measurina range

capaNCDT - Sensors
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Sensor cable

6. Sensor cable

The sensor and controller are connected with a special, double-shielded sensor cable.
A damaged cable cannot be repaired.

The sensor is connected to the controller by the sensor cable. The connection is made by simple plugging. The
1 connector locks automatically. The tight fit can be checked by pulling the connector housing (cable bushing).
The lock can be released and the connector can be opened by pulling the knurled housing sleeve of the cable

bushing.

NOTICE

 Switch off the device when plugging or unplugging connectors.

¢ Do not crush the cable.
* Do not shorten or modify the sensor cable.

* Loss of functionality!

6.1 Sensor cable
Typ: CCg M 1:1

- Robust triaxial cable for industrial applications

( m H - Cable diameter: 3.1 mm (+0.1 mm)

(12)

= ('% - Minimum bending radius: static approx. 10 mm / dynamic
_ 365 (12‘32?#) - approx. 30 mm
. 10(39) | 512 - Temperature resistance: -20 ... +85 °C (permanent) / -20
< Bk ... +100 °C (limited to 10,000 h)

Typ: CCg/PT

Crush-resistant triaxial cable with protective metal tubing

T

C , @% —HT - Standard length: 2 m (optional lengths
M 1:1

’ - Cable diameter: 6 mm (= 0.15 mm)

-
nln

(23]
SW7

- Minimum bending radius: static approx. 20 mm / dyna-

1,62 max mic approx. 30 mm
40,3 {1.53 min)

10(.39)

- Temperature resistance: -20 °C ... +85 °C (permanent) /
-20 ... +100 °C (limited to 10,000 h)

Standard length: 2 m (optional lengths

47,0 (.28)
99,4 (37)

L

Typ: CCm M 1:1

S HE

[l

T

Low-outgassing triaxial cable for UHV and cleanroom

Cable diameter: 2.1 mm (0.1 mm)

N2 - Minimum bending radius: static approx. 7 mm / dynamic
” max approx. 25 mm
= 36,5 (144 ) = pP
Z 10(39) | = ;v’ - Temperature resistance: up to -100 ... 200 °C

Standard length: 1.4 m (optional lengths
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Sensor cable

Typ: CCo M 1:1

= 8]l 555 H

Low-outgassing triaxial cable for high temperatures

Cable diameter: 3.1 mm (£0.1 mm)

(12)

Sz E - Minimum bending radius: static approx. 10 mm / dyna-
@ mic approx. 30 mm
= 36,5 (144 mn) = PP
N 10(39) | = 2 - Temperature resistance: -20 ... +200 °C

Standard length: 2 m (optional lengths)

The sensor cable type B can be connected to both a sensor and a controller at both ends

e

Sensors with integrated cable use cable types CCm and CCg.

6.2 Plug connector
TypB M1:1
99,9 (.39)
Sla 36,5 (144 mn 2 | o7 (.28)
3|2 10 =8 .
S| (39 NES 1‘
P A — i : 1 -
e — ) - 2 g\ [ i ‘ g
™ 5 : - Q=
) 777177 ﬂ ! S
" ol me)
TypC M1
96 (.24)
17,5 (.69) 95,4 (.21)
S 13,7 (.54) ——
Rl ey 8.6
/g (:34) < 3|
(I s RS == s
] RS _] S
95 (37)
17 (.67)
TypE M 1:1
Sles ~lzg Llzs 1 The patented miniature connector type E is only suitab-
s S le for the CS2, CS4 and CS6 flat sensors!
| [ I [ 9
27(1.06) 9(.35)
Triaxial socket / HT sensors M 1:1
,@
- *  The Triax socket allows the existing sensor cable of the
g g3 1 HT- sensor to be extended using a standard cable.
9 _|(3%)
20
(78)
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Operation and Maintenance

7. Operation and Maintenance

Please take care of the following:

E3 Make sure that the sensor surface is always clean.

E3  Switch off the power supply before cleaning.

E2 Clean with a damp cloth; then rub the sensor surface dry.

Changing the target or very long operating times can lead to slight reductions in the operating quality (long term errors).
These can be eliminated by recalibration.

Static discharge, danger of injury.
E3 Disconnect the power supply before touching the sensor surface.

8. Service, Repair
If the sensor or sensor cable is defective:

- If possible, save the current sensor settings in a parameter set to reload them into the sensor after the repair.

- Please send us the affected parts for repair or exchange.
If the cause of a fault cannot be clearly identified, please send the entire measuring system to:

MICRO-EPSILON MESSTECHNIK
GmbH & Co. KG

Koenigbacher Str. 15

94496 Ortenburg / Deutschland

Tel: +49 (0) 8542/ 168-0
Fax: +49 (0) 8542 / 168-90
info@micro-epsilon.com

https://www.micro-epsilon.com
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https://www.micro-epsilon.com

9. Decommissioning, Disposal
In order to avoid the release of environmentally harmful substances and to ensure the reuse of valuable raw materials,
we draw your attention to the following regulations and obligations:

= Remove all cables from the sensor and/or controller.

= Dispose of the sensor and/or the controller, its components and accessories, as well as the packaging materials
in compliance with the applicable country-specific waste treatment and disposal regulations of the region of use.

= You are obliged to comply with all relevant national laws and regulations.

For Germany / the EU, the following (disposal) instructions apply in particular:

= Waste equipment marked with a crossed garbage can must not be disposed of with normal indust-
rial waste (e.g. residual waste can or the yellow recycling bin) and must be disposed of separately.
This avoids hazards to the environment due to incorrect disposal and ensures proper recycling of
the old appliances. —

= A list of national laws and contacts in the EU member states can be found at https://ec.europa.eu/environment/
topics/waste-and-recycling/waste-electrical-and-electronic-equipment-weee_en. Here you can inform yourself
about the respective national collection and return points.

= Old devices can also be returned for disposal to Micro-Epsilon at the address given in the legal details at https://
www.micro-epsilon.com/legal-details/.

= We would like to point out that you are responsible for deleting the measurement-specific and personal data on
the old devices to be disposed of.

= Under the registration number WEEE-Reg.-Nr. DE28605721, we are registered at the foundation Elektro-Altgerate
Register, Nordostpark 72, 90411 Nuremberg, as a manufacturer of electrical and/or electronic equipment.


https://ec.europa.eu/environment/topics/waste-and-recycling/waste-electrical-and-electronic-equipment-weee_en
https://ec.europa.eu/environment/topics/waste-and-recycling/waste-electrical-and-electronic-equipment-weee_en
http://www.micro-epsilon.com/legal-details/
http://www.micro-epsilon.com/legal-details/

MICRO-EPSILON

MICRO-EPSILON MESSTECHNIK GmbH & Co. KG
Koénigbacher Str. 15 - 94496 Ortenburg / Germany

Tel. +49 (0) 8542/ 168-0 - Fax +49 (0) 8542 / 168-90
info@micro-epsilon.com - www.micro-epsilon.com

Your local contact: www.micro-epsilon.com/contact/worldwide/

X9770496-A022066PBS
© MICRO-EPSILON MESSTECHNIK
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